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Company Profile

Production Hose Assembly Centers

Industrial Global Sales / Hydraulic Supply Company
operates two fully staffed hose assembly centers. At
these locations we have the capability to provide high
production hose assemblies in a clean, controlled
environment.

Each center is built around two high speed crimp
machines capable of 1200 crimps per hour.

We are staffed with factory trained Eaton certified hose
technicians to insure ultimate reliable quality.

We offer extra value to our customers such as:
Kitting, Projectile Cleaning, Custom Tagging, “Bagging”
for painting and much more.

10

This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product IE s

© 2005-2009 Industrial Global Sales o (954) 453-8125 ¢ www.industrialglobalsales.com



Locations

This page intentionally left blank

[0JIUOD %} JOMOd dlneIpAH

[0J1UOD B JoMod Ollewnaud ‘

Buikenuo) piniq ‘

S1oNP0.d SNOBUER||9ISIN

uoljewW.IojU| [BOIUYD8]| @ SexXapu|

This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product

81
© 2005-2009 Industrial Global Sales o (954) 453-8125 ¢ www.industrialglobalsales.com



Hydraulic Power & Control ‘

Pneumatic Power & Control

Fluid Conveying

Miscellaneous Products ‘

Indexes & Technical Information

Locations

This page intentionally left blank

This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product

2
8 © 2005-2009 Industrial Global Sales o (954) 453-8125 ¢ www.industrialglobalsales.com



Hydraulic Power & Control

I
<
Q
=
Q
=
5
o
o
=
]
=
Q0
O
o
=
S

[0J1UOD B JoMod Ollewnaud

Buikenuo) piniq ‘

S19NP0.4 SNOBUER||9ISIN

uoljew.Ioju| [BOIUYD8] B SexXepu|

Page

............................................................ 84
................................................................................. 84
.......................................................................... 152

Water Pump Strainers, Skimmers, Foot Valves . . ... ... . . e 153
Hydraulic Motors & ACCESSOIeS .. ... .u vttt i inee ettt tnannnaaessssnnnnnnnesssnnnnnnnnnsssnns 192
Hydraulic MOtOrS. . . .. e 192
Overhung Load Adapters . . .. ..o e e e 220
Hydrostatic TransmisSioNs. . ... ... ..ttt i e et ettt nnnnaa s ssannnnnnnnsssnns 258
Hydraulic Cylinders & ACCESSOIieS . . ... .. i i i it e e ittt it nsaaee st snnnnnanasssnnnnnnnnnsssnns 274
Steering Units & ACCeSSONIES. . ... ittt ittt it ettt e it s et as e annssannsannnsnnnnsnnnssnns 282
Hydraulic Valves & ACCESSONeS . ... ..iiiiiiineee it tnnnnaaeessssnsnsnnssssssnnnnnnnnssssns 286
Hydraulic Filters & ACCeSSONeS . . . ..ottt ittt e ettt it asaaee s snnnnnasssssannnnnnnnsssnns 546
Power UNits & ACCESSOIeS ... .. iuiitiiii it et tn s e tanastnnnssnansanassnnnssnnnssnnnssnnns 584
Hydraulic System ACCeSSONIeS. . .. ..ottt ittt it ssae e ettt sannnnasssssannnnnnnnsssnns 640
ACCUMUIAIOrS & ACCESSOMES . . o o ottt e e e e e e e e e e 640
FlOW Meters . .. e e 643
GAUGES - . o ottt e e e 645
Gauge Accessories (Snubbers, BoOots). . . . ... .o 650
Geared FIOW DiVIders . . . ... oo e e 651
Heat EXChangers . ... .. e 653
PressuUre SWIlChES . . .. .. 658
Pressure Test Systems. . . ... e e 661
High Force Hydraulics. . . .. .. ..ot it i it ittt e st s s et an e snanssannssnnnssnnns 672
e 7= 0= T 672
POWer TeaM . . . e e 684
=T | 729
83

I G s This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product.

© 2005-2009 Industrial Global Sales o (954) 453-8125 ¢ www.industrialglobalsales.com



2
c
o)
O
o3
—
[9)
2
¢)
o
2
=
T
S
)
>
I

Pneumatic Power & Control
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Pumps & Accessories

Category

Single Hydraulic Pumps

Fixed Displacement (Vane) . . ... i e e e e e e e 86
Vickers® V10/V10F & V20/V20F Vane Pumps (To 19.5 GPM @ 1800RPM) ... ......... .. ... .. ..... 86
Vickers® V Series Vane Pumps (To 90 GPM @ 1800 RPM. Low Noise, 1800 RPM Capability) ......... 97
Vickers® VQ Series Vane Pumps (To 90 GPM @ 1800 RPM. High Speed / High Pressure Capability) ... 99
Miscellaneous Single & Tandem Vane Pumps . . ... ... . i e e 105

Fixed Displacement (Gear). . . ... ..ot e e e e 106
Haldex Barnes W900 Series (TO 13 GPM @ 1800 RPM). . . .. ... it e e 106
Hydreco® 1500K Series (To22 GPM @ 1800 RPM). . .. .. ... i i e e 107
Hydreco® 1500M Series (TO 19 GPM @ 1800 RPM) . .. ... ... i e 108
Eaton Series 26 (To0 24 GPM @ 1800 RPM). . . . ...ttt e e e e e e e e e e e e 109
Eaton Series L2 (To0 26 GPM @ 1800 RPM). . . . ...ttt e e e e e e e e e 111
Permco Box Pumps (PTO Pumps) (To46 GPM @ 1800 RPM) . ... ... ... . . i 112
Miscellaneous Single Gear PUMPS . .. ... . e e e e 114

Variable Displacement (Piston) . . ... .. e e 115
Vickers® PVE Series Piston Pumps (To21 GPM @ 1800 RPM). . .......... .. ... 115
Vickers® PVQ Series Piston Pumps (To 30 GPM @ 1800 RPM. Low Noise, 1800 RPM Capability) . . . . . 119
Vickers® PVB Series Piston Pumps (To93 GPM @ 1800 RPM). . .......... ... .. 121
Eaton Medium Duty Piston Pumps (To 32 GPM @ 1800 RPM. High Speed / High Pressure) . ......... 124
Eaton 420 Series Mobile Piston Pumps (To 38 GPM @ 1800 RPM. High Speed / High Pressure) . . .. .. 127
Vickers® PVH Series Piston Pumps (To 67 GPM @ 1800 RPM). . ......... ... ... 129
Vickers® M Series Piston Pumps (To 67 GPM @ 1800 RPM) . ... ... ... . i e 134

Double Hydraulic Pumps

Fixed Displacement (Vane) .. ... e e e e e e e e e 135
Vickers® V2010 Series Double Vane Pumps (To 19.5 GPM/10.5 GPM @ 1800 RPM)................ 135
Miscellaneous Double Vane Pumps . . .. ... e 136

Fixed Displacement (Gear). . . ... ..o e e e e e e 140
Miscellaneous Double Gear PUMPS ... ... i e e e e ettt e 140

Dump Pumps

Permco DM400 Series Dump Pumps (To21.5 GPM @ 1800 RPM) . . ........... ... . . ... 142

Permco DMD/DM640 Series Dump Pumps (To 46 GPM @ 1800 RPM) . ............ ... .. . ... 143
Refuse Pump System

Permco Versa-Pak System. . . ... ... e e 144
Power Steering Pumps

Vickers® VTM-42 Power Steering PUmMPS . . .. .. e e 145
Hand Pumps

DoeriNg Series 241 . . o e 146
Air-Operated Diaphragm Pumps

Aro® Diaphragm PUmMPS. . .. .o e e 147
Centrifugal Pumps

Hypro® Centrifugal Pumps For Agricultural Spray Applications. .. ........ ... . . . i .. 150
Pump Accessories

FOOt Brackets . . . ... e 152

Water Pump Strainers, Skimmers, Foot Valves . . ... ... . . 153
Technical Information, Performance, Dimensions, Model Codes

VaNE PUMIPS . . . e e 154
Vickers® Vane Pumpps. . . ... e e 154
Vickers® V10 & V20 Series Vane Pumps . . ... ..o o e e e 155
Vickers® V2010 Series Double Vane PUmpPsS . ... ... o e e e 159
Vickers® V Series Vane Pumps . .. .. e e 160
Vickers® VQ Series Vane PUmMPS . . ...t e e 164

Gear PUMIPS . . oo e e e 169
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Pumps & Accessories

Category Page
Haldex Barnes W00 Series PUMPS . . . .. oot e 169
Hydreco® 1500K Series Gear PUMPS. . . . ..o i e 170
Hydreco® 1500M Series PUMPS . . . . ..o e e 172
Eaton Series 26 PUMPS. . . . ...t e e e e 174
Eaton Series L2 PUMPS. . . . .ot e e e e 175
Permco BoX PUMPS. . . . e 176
Permco DM400 Series DUMP PUMPS . . . . oottt e e e e e e e e 177
Permco DMD/DM640 Series DUMP PUMPS . . ... oot e e 178

PiStON PUMPS . . . e 179
Eaton Medium Duty Piston PUumps . .. ... e 179
Eaton 420 Series Mobile Piston Pumps . ... ... . 180
Vickers PVB Series Piston PUmMpPs . ... ... 181
Vickers® PVH Series Piston Pumps . . . ... o 185
Vickers® PVQ Series Piston PUMPS . . . ... .o 187

Diaphragm PUmMPS . . .. e 189
Aro® Air-Operated Non-Metallic Diaphragm Pumps. . . ... ..o e 189
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Pumps & Accessories

Single Hydraulic Pumps ¢ Fixed Displacement
Vickers V10 Series Vane Pumps ¢ To 10.5 GPM @ 1800 RPM

Vickers® V10 Vane Pumps

s Unless noted otherwise, all pumps have: 2-Bolt SAE A Mounting
Flange. 1" NPT Inlet, 1/2" NPT Outlet.

Application Information: page 154

Specifications: page 155

Model Codes: page 156

Dimensions: page 157

Replacement Parts: page 87

Cutlet

Inket

I Foot Brackets: page 152

c

@]

)

o

’g

S Pumps are stocked as shown in table.

2 ANY inlet position and rotation is available for same-day shipment.

€ See Model Codes page to select a different model code.

(0]

& Vickers® V10 Vane Pumps

Ring | Flow
Vickers Part Size | GPM

o Catalog No. See |Vickers Model See 1200 | 1800 Outlet Max. PSI & Price

< Part No. | Note Above Note Above Shaft Displ | RPM | RPM | Position | Rot. | Max. RPM | Wt. | Each

> " "

[©) : In-line with 2500 PSI

% C1BMS7 (3756553 | V10-1P1P-1C20 | 34 StraightKeyed | 02 | 01 | 1.50 | "ioe & | cw | 20805 | 1058

o C1BM72 |382075-3 | V10-1P2P-1C20 | 3/4 StraightKeyed | 0.4 | 02 | 3 '””:'lgf(‘g')th cw | 250088l | 10.52

©

S V10-1525-1C20-L o

i C1HZ51 (3820637 |H (1-5/16-12Inlet| 3/4 StraightKeyed | 0.4 | 02 | 3 '”Ir:'lgf("é')th cow | 2200FS! | 1058

3/4-16 Outlet)

m C1BM73 |382077-3 | V10-1P3P-1C20 | 3/4 StraightKeyed | 0.6 | 03 | 4.5 "‘Ir{'lgf("é')th cw | 22001 | 1052

© - -

3 C1BM74 |382082-3 | V10-1P4P-1C20 | 3/4 StraightKeyed | 0.8 | 04 | 6 '”Ir:'lgf("é')th cw | 220018 | 11.07

o

o C1Jz40 |375655-1 V10-1P1P-1A20 | 3/4 StraightKeyed | 0.2 | 01 | 1.50 ?n‘fgt"f,ff cw | 250088l | 10.50

> 3

3 C1Jz49  |382075-1 V10-1P2P-1A20 | 3/4 Straight Keyed | 0.4 | 02 | 3 ?nﬁgf(s/ff cw | 250081 1 10.60

C

< :

3 C1J750 |382077-1 V10-1P3P-1A20 | 3/4 StraightKeyed | 0.6 | 03 | 45 ?nﬁgff/ff’ cw | 220018 | 10.60

(&)

S .

= C1Jz52 |382082-1 V10-1P4P-1A20 | 3/4 StraightKeyed | 08 | 04 | 6 ?nplgt"f}\t)e cw 324%000RPPS|\|/| 11.13
- C1J753 |382084-1 V10-1P5P-1A20 | 3/4 StraightKeyed | 1.0 | 05 | 7.5 ?nﬁgf’fﬂf cw | 2200FS] | 11.10

C 3

S C1Jz54 |382086-1 V10-1P6P-1A20 | 3/4 Straight Keyed | 1.19 | 06 | 9 ?n‘fgt"fgf cw | 220083 1 12.00

©

S . Opposite 2000 PSI

£ C1Jz55 |382087-1 V10-1P7P-1A20 |  3/4 Straight Keyed | 1.39 | 07 | 10.5 | QREOOR® | cw | ZHOFSE | 1150

2 =

= C1BM75 |382084-3 | V10-1P5P-1C20 | 3/4 StraightKeyed | 1.0 | 05 | 7.5 "]r{'lgf("é')th cw | 2290FS | 11.07

]

(&}

ks V10-1555-1C20 ine wi

£ C1BM71 |382074-3 (1-5/16-12 Inlet |  3/4 Straight Keyed | 1.0 | 05 | 7.5 'r‘”{'lgf("ov')th cw | 220088l | 10.95

S 3/4-16 Outlet)

= o -

o5 C1BM76 [382086-3 V10-1P6P-1C20 | 3/4 Straight Keyed | 1.19 | 06 | 9 Ir}nligf(vow)th cw 3%200005,,8,\% 11.54

(] N .

% C1EH14 [382087-3 V10-1P7P-1C20 | 3/4 Straight Keyed | 1.39 | 07 | 10.5 "’lr:'lgf("é')th cwW 2%%0005,?“',' 11.42

© N s

£ C1EG99 [382061-3 | V10-1P1P-11C20 | 9 Tooth SAE A Splined | 0.2 | 01 | 1.50 anllgf(vél)th cw 4%%°0°Ff§,\',| 10.00

86 This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product IG s
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Pumps & Accessories

Single Hydraulic Pumps ¢ Fixed Displacement
Vickers V10 Series Vane Pumps ¢ To 10.5 GPM @ 1800 RPM

E-T-N

T
S
Vickers =
Vickers® V10 Vane Pumps =
Ring | Flow o
Vickers Part Size | GPM g’
Catalog | No.See |Vickers Model See 1200 ( 1800 | Outlet Max. PSI & Price s
Part No. | Note Above Note Above Shaft Displ | RPM | RPM | Position | Rot. | Max. RPM | Wt. | Each @©
V10-182S-11C20 L Q0
C1Jz48 |382065-3 (1-5/16-12 Inlet | 9 Tooth SAE A Splined | 0.4 | 02 | 3 '”Ir:'lgf("c‘”)th cw 425%000,5’,,3,\',' 10.40 o
3/4-16 Outlet) g
. In-line with 2500 PSI =
C1EH12 [382079-3 V10-1P3P-11C20 | 9 Tooth SAE A Splined | 0.6 | 03 | 4.5 | T @l | CW | fo50'mpy | 1045 3
. In-line with 2500 PSI
C1BM77 |383515-3 V10-1P4P-11C20 | 9 Tooth SAE A Splined | 0.8 | 04 | 6 net ) | CW | 3200 RPM | 025
-
V10-184S-11C20-L .. I
C1JM27 |390099-7 |H (1-5/16-12 Inlet | 9 Tooth SAE A Splined | 0.8 | 04 | 6 [|'Mlinewith | ooy | 2500 PSI 144 g4 ®
inlet (C) 3400 RPM c
3/4-16 Qutlet) 3
. In-line with 2500 PSI o)
C1EH13 [382085-3 V10-1P5P-11C20 | 9 Tooth SAE A Splined | 1.0 | 05 | 7.5 | e AT | CW | so5y°mpayy | 12.00 =
. In-line with 2200 PSI )
C1BM79 |386931-3 V10-1P6P-11C20 | 9 Tooth SAE A Splined | 1.19 | 06 | 9 et ©) | CW | 3000 RPM | 1152 g
. In-line with 2000 PSI o
C1KB94 |586405-3 V10-1P7P-38C20 11 Tooth Splined 139 | 07 105 | O A | CW | 500 mpw | 11:43 >
Note: Flow: GPM @ 1800 RPM & 100 PSI. Displacement: Cubic inches per revolution. Max PSI & Max RPM based on using petroleum oil at (@]
120°F / 100SUS and at 0 PSl inlet pressure. Min Speed: 600 RPM. S._
S
Vickers Part Ring
No. Vickers Model Size Cartridge Kit Shaft Shaft Key | Shaft Seal | Seal Kit m
C
374338 =
375655-3  [V10-1P1P-1C20 01 923471 3/4"-Straight-Keyed 142843 | 263585 | 923548 ?-)
382075-3  |V10-1P2P-1C20 02 923470 374338 142843 | 263585 | 923548 S
3/4"-Straight-Keyed <
374338 <
382063-7  |[V10-152S-1C20-LH 02 923470 3/4"-Straight-Keyed 142843 | 263585 | 923548 3
374338
382077-3  |V10-1P3P-1C20 03 923496 3/4"-Straight-Keyed 142843 | 263585 | 923548 L
374338
382082-3  |V10-1P4P-1C20 04 02-341777 3/4"-Straight-Keyed 142843 | 263585 | 923548 %
375655-1  |V10-1P1P-1A20 3
382075-1  |V10-1P2P-1A20 &
382077-1  |V10-1P3P-1A20 2
382082-1  |V10-1P4P-1A20 S
382084-1  |V10-1P5P-1A20 T
382086-1  |V10-1P6P-1A20 S
382087-1  |V10-1P7P-1A20 §
382084-3  |V10-1P5P-1C20 05 02-341778 374338 142843 | 263585 | 923548 ®
3/4"-Straight-Keyed I
374338 _
382074-3  |[V10-1S5S-1C20 05 923468 3/4"-Straight-Keyed 142843 | 263585 | 923548 5
382086-3  |V10-1P6P-1C20 06 923497 374338 142843 | 263585 | 923548 e
3/4"-Straight-Keyed 8
374338
382087-3  |V10-1P7P-1C20 07 02-341780 3/4"-Straight-Keyed 142843 | 263585 | 923548 2
382061-3  |V10-1P1P-11C20 3
>0
382065-3  |V10-152S-11C20 =
382079-3  |V10-1P3P-11C20 8
383515-3  |V10-1P4P-11C20 =
390099-7  [V10-154S-11C20-LH 5)
382085-3  |[V10-1P5P-11C20 05 923468 374339 - 263585 | 923548 5
9Tooth-SAE-A-Splined (:;.
-}
This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product 87
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Pneumatic Power & Control

Fluid Conveying

Miscellaneous Products ‘
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Pumps & Accessories

Single Hydraulic Pumps ¢ Fixed Displacement

Vickers V10 Series Vane Pumps ¢ To 10.5 GPM @ 1800 RPM

E-T-N

Vickers
Vickers Part Ring
No. Vickers Model Size Cartridge Kit Shaft Shaft Key | Shaft Seal | Seal Kit
386931-3 V10-1P6P-11C20
586405-3 V10-1P7P-38C20
Vickers® V10 Vane Pumps ¢ Replacement Parts List

Catalog Price

Part No. Part Number Description Wit. Each
C1JZ38 |374343 Pressure Plate Sub Assy 0.67
C1AK63 148423 Bearing 0.16
C1CC33 (923471 Cartridge Kit, Ring Size 01 1.31
C1CC32 (923470 Cartridge Kit, Ring Size 02 1.33
C1CC35 (923496 Cartridge Kit, Ring Size 03 1.30
C1Jv23 |02-341777 Cartridge Kit, Ring Size 04, Replaces 923469 1.82
C1CC31 (923469 Cartridge Kit, Ring Size 04 1.82
C1JV24 |02-341778 Cartridge Kit, Ring Size 05, Replaces 923468 1.82
C1CC30 (923468 Cartridge Kit, Ring Size 05 1.79
C1CC36 (923497 Cartridge Kit, Ring Size 06 2.23
C1JV25 |02-341780 Cartridge Kit, Ring Size 07, Replaces 923498 2.39
C1CC37 (923498 Cartridge Kit, Ring Size 07 2.20
C1JZ38 374343 Pressure Plate Sub Assy 0.67
C1JY90 |317678 Ring, Size 05 1.34
C1CC38 |923548 Seal Kit, Buna-N 0.04
C1BM54 374338 #1 Shaft, 3/4" Straight Keyed 0.43
C1BM55 (374339 #11 Shaft, 9Tooth SAE A Splined 0.32
C1BM56 (375480 #12 Shaft, 13 Tooth SAE B Splined 0.44
C1AK61 (142843 Shaft Key, 3/16 x 1 0.01
C1BH93 |263585 Shaft Seal, Buna-N 0.02
88 This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product I G s
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Pumps & Accessories

Single Hydraulic Pumps ¢ Fixed Displacement
Vickers V10F Series Vane Pumps ¢ To 10.5 GPM @ 1800 RPM

Vickers® V10F Vane Pumps
Flow Control Cover

The Flow Control Cover limits flow to the operating system to the
desired maximum. Excess flow is diverted to tank. A relief valve is
included that limits maximum system pressure.

Unless noted otherwise, all pumps have: 2-Bolt SAE A Mounting
Flange. 1" NPT Inlet, 3/4-16 St.Thd. Outlet, 1/2" NPT Tank.
Application Information: page 154

Specifications: page 155

Model Codes: page 156

Dimensions: page 157

Replacement Parts: page 89

Foot Brackets: page 152

Pumps are stocked as shown in table.

ANY inlet position and rotation is available for same-day shipment.

See Model Codes page to select a different model code.

E-T-N

Vickers

OUTLET

’7 TANK

I
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Vickers® V10F Vane Pumps ¢ Flow Control Cover
Ring | Flow
Vickers Part Size | Rate &
Catalog No. See Vickers Model See Note 1200 | Relief Outlet Max. PSI & Price
Part No. | Note Above Above Shaft Displ | RPM | Setting | Position |Rot.| Max. RPM | Wt. | Each
3/4 Straight 4.0 GPM | In-line with 2500 PSI
C1BW18 |591151-3 V10F-1P4P-1C4D20 Keyed 0.80 | 04 1000 PSI| " inlet (C) cw 3400 RPM 12.75
) ) _ : 9 Tooth SAE A 4.0 GPM| Opposite 2500 PSI
C1AD43 |02-306253-1 V10F-1P4P-11A4D20 Splined 0.80 | 04 1000 PSI| inlet (A) Ccw 3400 RPM 12.67
V10F-1S4T-11A4E-20 :
) ) Py j 9 Tooth SAE A 4.0 GPM| Opposite 2500 PSI
C1HH50 |02-466554-1 | (SAE-16 |rgetta,mSiSE 8 outlet Splined 0.80 | 04 1550 pPsIl inlet (A) CW | 3400 RPM [12-32
: 5.0 GPM | In-line with 2000 PSI
C1Jz62 (387490-3 V10F-1P7P-38C5G-20 |11 Tooth Splined| 1.39 | 07 1750 PSI| inlet (C) CW 2800 RPM 12.96
V10F-1S7T-38C4F-20 : :
h . 4.0 GPM | In-line with 2000 PSI
C1KA77 |428651-3 (SAE-16 |rél(ettémS|3E-8 outlet |11 Tooth Splined| 1.39 | 07 1500 PSI| inlet (C) CW 2800 RPM |12-88
Flow Rate: Orifice Flow Rate (GPM). Non-adjustable pressure compensated fixed orifice in rear cover.
Relief Setting: Non-adjustable replaceable cartridge.
Displacement: Cubic inches per revolution.
Max. PSI & Max. RPM: Based on using petroleum oil at 120°F / 100SUS and at 0 PSI inlet pressure.
Minimum Speed: 600 RPM.
Vickers Part Ring
No. Vickers Model Size Cartridge Kit Shaft Shaft Key | Shaft Seal | Seal Kit
374338
591151-3 V10F-1P4P-1C4D20 04 02-341777 3/4"-Straight-Keyed 142843 263585 923548
374339
02-306253-1 (V10F-1P4P-11A4D20 04 02-341777 9Tooth-SAE-A-Splined - 263585 923548
374339
02-466554-1 V10F-1S4T-11A4E-20 04 02-341777 9Tooth-SAE-A-Splined - 263585 923548
387490-3 V10F-1P7P-38C5G-20
428651-3 V10F-1S7T-38C4F-20
This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product 89
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Pumps & Accessories

Single Hydraulic Pumps ¢ Fixed Displacement

Vickers V10F Series Vane Pumps ¢ To 10.5 GPM @ 1800 RPM

Vickers
Vickers® V10F Vane Pumps ¢ Replacement Parts List
Catalog Price
Part No. Part Number Description Wit. Each
C1CC33 (923471 Cartridge Kit, Ring Size 01 1.31
C1CC32 (923470 Cartridge Kit, Ring Size 02 1.33
C1CC35 (923496 Cartridge Kit, Ring Size 03 1.30
C1Jv23 |02-341777 Cartridge Kit, Ring Size 04, Replaces 923469 1.82
C1CC31 923469 Cartridge Kit, Ring Size 04 1.82
C1JV24 |02-341778 Cartridge Kit, Ring Size 05, Replaces 923468 1.82
C1CC30 (923468 Cartridge Kit, Ring Size 05 1.79
C1CC36 (923497 Cartridge Kit, Ring Size 06 2.23
C1JV25 |02-341780 Cartridge Kit, Ring Size 07, Replaces 923498 2.39
C1CC37 |923498 Cartridge Kit, Ring Size 07 2.20
C1JZ38 (374343 Pressure Plate Sub Assy 0.67
C1JY90 |317678 Ring, Size 05 1.34
C1CC38 |923548 Seal Kit, Buna-N 0.04
C1BH93 (263585 Shaft Seal, Buna-N 0.02
C1BM54 (374338 #1 Shaft, 3/4" Straight Keyed 0.43
C1BM55 (374339 #11 Shaft, 9Tooth SAE A Splined 0.32
C1BM56 |375480 #12 Shaft, 13Tooth SAE B Splined 0.44
C1EH16 [387481 #38 Shaft, 11 Tooth Splined 0.35
C1AK61 (142843 Shaft Key, 3/16 x 1 0.01
90 This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product I G s
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Seals

Cylinder Kits & Parts

Peabody Galion Telescopic Cylinder Parts

PACKING SUPPORT RING HEAD U
PISTON BEARING TWO SPIRAL RETAIN (
TWOCAST IRON HALVES ol -

= URETHANE WIPER
- T T ™ | LIES I¥ HEAD MJT
i | 3 e
+ K t 7
CAST IRON INBOARD BEARING CAST IRON ALLOY TOP BEARING
NEQFAB VEE PACKING MAGHINED AS TOP PACKING ADAPTER
WITH NYLON BOTTOM ADPTOR
WELDED PISTON / STAGE STOP.

Packing: Vee packing. No top adaptor. 0.275 inch cross section.

Wipers: Urethane. Wiper does not snap into a groove but is trapped between the head nut and top bearing.

Bearings: Castiloid (cast iron) outer bearing, grooved to serve as top adaptor for packing. Single action cylinders
have inner bearing trapped between 2 spiral retainer rings. Double action cylinders see below.

Piston: Single action cylinder has 2 half-moon shaped castiloid bearings that fit into a groove at piston end of
stage.

Stage OD's: 1.970, 2.970, 3.970, 4.970, 5.970, 6.970, 7.970, 9.125.

Special Info: Stage diameters all 0.030 inch under nominal inch except 9.125. All stage bores 0.020 inch over
nominal half inch.

Identification: Model number stamped into steadrest area near gland collar on body.

Double Action Cylinders: Same as above except: Bearings - Has no inner bearing. Instead there is a steel
spacer ring trapped between the two spiral retainers. Piston - Double action cylinder has bronze piston and
threads onto stage. 2 or 3 butt-cut piston rings per stage in separate grooves.

Peabody Galion Telescopic Cylinder Parts

Catalog Price

Part No. | Model Number Description Wt. Each
C1DH22 |PG-4VSW Vee Set & Wiper for 3.970 inch Stage OD 0.18
C1DH23 |PG-5VSW Vee Set & Wiper for 4.970 inch Stage OD 0.22
C1DH24 |PG-6VSW Vee Set & Wiper for 5.970 inch Stage OD 0.27
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American Cylinder 76 Series * Aluminum Barrel C American

3/4 to 2-1/2 Inch Bore ¢ Aluminum Barrel
American Cylinder 76 Series

American Cylinder 76 Series round cylinders are designed for applications where a disposable, light duty cylinder
is preferred. Prelubed, they're suitable for operations without externally applied lubrication (Factory does
recommend periodic direct lubrication or continuous air line mist lubrication for maximum service life).
Constructed of aluminum and stainless steel, they resist the destructive forces of corrosion.

Features: Thick walled hard coated aluminum body with double rolled-in construction. Ground and polished 303
stainless steel piston rod with wrench flats standard. Piston rod is threaded, sealed and machine staked to
piston. Aluminum alloy end caps. Buna-N U-cup piston and rod seals. Oil impregnated sintered bronze rod
guide bushing standard on all models. Rear Pivot bushing.

Maximum Operating Pressure: 250 PSI.

Operating Temperature Range: -20°F to 200°F.

Bumpers: Optional bumpers do not affect external dimensions.

Double-Acting
American Cylinder DV Series

Bore Sizes: 3/4, 1-1/8, 1-1/2, 2, 2-1/2.
[ ) MW@WOptions Bumpers, Viton® Seals, Ports Rotated 90°. [EL

Nose Moun Dimensions: page 771

Accessories: page 764
oo

Universal Mount

Double-Acting * American Cylinder DV Series
Bore Rod
Catalog American Dia [Stroke| Dia Accessories (Order Price
Part No. | Cylinder Model Mounting Style (in) | (in) (in) | Ports | Options Separately) Wit. Each
M41 Foot Bracket (2)
. : R 1/8 M45 Mounting Nut (2)
C1Z2z47 |1125DV-2.00 Universal Mount 1-1/8 | 2.00 | 0.375 NPT None M44 Rod Clevis & Pin 0.58
M43 Pivot Bracket & Pin
American Cylinder 76 Series Cylinder Accessories
tﬁ [\\;//J @ - At P
Foot Mount  Mounting Nut  Rod CIeV|s & Pin  Pivot Mount & Pin
American Cylinder 76 Series Cylinder Accessories
Catalog American Price
Part No. | Cylinder Model Description Wit. Each
C1ZX58 |M44 Rod Clevis & Pin for 1-1/8 Bore Cylinders 0.10
C1EU88 |M43 Pivot Mount & Pin for 1-1/8 Bore Cylinders 0.22

Dimensions: page 772

764
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Pneumatic Cylinders

Aro® Silverair™ Series ¢ Stainless Steel Barrel Q m ARO

1/2 to 2-1/2 Inch Bore ¢ Stainless Steel Barrel
Aro® Silverair™ Series

Aro Silverair™ round cylinders are designed for applications where a disposable, light duty cylinder is preferred.
Prelubed, they're suitable for operations without externally applied lubrication. Constructed of stainless steel
and aluminum, they stand up to the attack of corrosive environments.

Features: Drawn & polished 304 stainless steel barrel. Centerless ground & polished 303 stainless steel piston
rod. Full-ported lightweight aluminum heads. Roll formed piston rod threads. U-cup piston seals.
Oil-permeated bronze rod bushing (except 1/2 inch size, where front head is hard anodized). High tensile alloy
return springs (single acting models). Buna-N seals are standard (Viton® is available). Prelubricated. Magnetic
pistons are available (Not for 1/2 inch size, not for single acting models).

Maximum Operating Pressure: 200 PSI.

Operating Temperature Range: -40°F to 160°F.

Bumpers: Optional bumpers do not affect external dimensions. Not available with magnetic piston option.

Piston Wear Strip: Piston Wear Strip is optional for most models. Is standard on models with 5 inches or more
stroke if double acting nose mount, universal mount or block front mount. |Is standard on models with 3 inches or
more stroke if single acting spring extended.

Double-Acting
Aro® Silverair™ Series

Bore Sizes: 1/2, 3/4, 1-1/16, 1-1/4, 1-1/2, 2, 2-1/2.
[ O Options: Bumpers, Viton® Seals, Internal Magnet. [EL
Nose Mount Piston Wear Strip: Not available on 1/2 inch bore. Standard on models with 5 inches
or more stroke.
[QJII O O Note: No rod bushing on 1/2 inch models (front head is hard anodized).

Dimensions: page 775

Universal Mount .
Accessories: page 766

Double-Acting ¢ Aro® Silverair™ Series

[0JIUOD R} JoMOd dlneIpAH

Bore Rod
Catalog Mounting| Dia (Stroke| Dia Accessories (Order Separately) Price
Part No. Aro® Model Style (in) | (in) (in) | Ports | Options *ltems Included with Cyl Wt. Each

0.75 Rod
1/8 |Extension, 118108-14 L-Mount Bracket (1)
NPT [0.15Hole| *118109-14 Mounting Nut (Included)

BQ-1280 Nose

C1FR20 \5p15.NA01-014 | Mount

1-1/2| 1.50 [0.4375 0.79

in Rod
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Aro® Silverair™ Series ¢ Stainless Steel Barrel

Aro® Silverair™ Series Cylinder Accessories

c 5 =)
Y @
AN —
~ a8
L-Mount Bracket  Mounting Nut Rod Clevis & Pin  Pivot Bracket & Pin

PHDHGH

Aro® Silverair™ Series Cylinder Accessories

@R ARO.

Catalog Price
Part No. Aro® Model Description Wt. Each
C1ES36 |[117555-17 Rod Clevis & Pin Kit for 1-3/4, 2, and 2-1/2 Bore Cylinders 0.21

Materials: Bright zinc plated steel.
Dimensions: page 776

766
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Pneumatic Cylinders

American Cylinder Stainless Steel Series ¢ Stainless Steel Barrel _ American

7/16 to 1-1/2 Inch Bore * Stainless Steel Barrel
American Cylinder Stainless Steel Series

American Cylinder Stainless Steel Series cylinders are designed for applications where a disposable, light duty
cylinder is preferred. Prelubed, they're suitable for operations without externally applied lubrication (Factory
does recommend periodic direct lubrication or continuous air line mist lubrication for maximum service life).
Constructed of aluminum and stainless steel, they resist the destructive forces of corrosion.

Features: Type 304 stainless steel body with double rolled-in construction. Ground and polished 303 stainless
steel piston rod with wrench flats standard (7/16 and 9/16 bore rods do not have flats). Piston rod is threaded,
sealed and machine staked to piston. Aluminum alloy end caps. Buna-N U-cup piston and rod seals. Oil
impregnated sintered bronze rod guide bushing standard on all models. Optional rear pivot bushing.

Maximum Operating Pressure: 250 PSI.

Operating Temperature Range: -20°F to 200°F with standard Buna-N seals. Optional Viton (fluorocarbon) seals
are available for operating temperatures to 400°F.

Bumpers: Optional bumpers affect overall length: 9/16 bore add 0.125 inches. 1-1/16 bore add 0.125 inches.
1-1/2 bore add 0.125 inches.

Double-Acting
American Cylinder DVS & DNS Series

Bore Sizes: 7/16, 9/16, 3/4, 1-1/16, 1-1/4, 1-1/2. [EL
[ \®) Options: Viton® Seals, Bumpers, Ports Rotated 90°, 1/8 inch Additional
Nose Mount Rod Extension (standard option for 1-1/16 bore only), Rear Pivot Bushing, Unmilled
Threaded Rear Mounting Stud.
Sllo O Dimensions: page 773

Universal Mount
Double-Acting * American Cylinder DVS & DNS Series

Bore Rod
Catalog American Dia |Stroke| Dia Accessories (Order Price
Part No. | Cylinder Model Mounting Style (in) | (in) (in) | Ports | Options Separately) Wt. Each

Magnetic M15SD Mounting Nut
. 9 M14S Rod Clevis
C1FW61 |562DVS-5.00-4 Universal Mount 9/16 | 5.00 (0.1875| 10-32 Field M13S Pivot Bracket 0.17
Piston | \111SD Foot Bracket
R;L?Sthiri]vot M15SD Mounting Nut
. 9: | M14S Rod Clevis
C12Y60 |562DVS-7.00-2-4 Universal Mount 9/16 | 7.00 |0.1875| 10-32 | Magnetic M13SP Pivot Bracket 0.22

Field | \111SD Foot Bracket

[0JIUOD R} JoMOd dlneIpAH
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American Cylinder Stainless Steel Series ¢ Stainless Steel Barrel _ American

Double-Acting * American Cylinder DVS & DNS Series
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Bore Rod
Catalog American Dia |Stroke| Dia Accessories (Order Price
Part No. | Cylinder Model Mounting Style (in) | (in) (in) | Ports | Options Separately) Wt. Each
M25 Mounting Nut
: 1/8 M24 Rod Clevis
C1FR11 |1062DVS-3.00 Universal Mount 1-1/16| 3.00 | 0.25 NPT M23S Pivot Bracket 0.49
M21 Foot Bracket
M25 Mounting Nut
. 1/8 M24 Rod Clevis
C1GC69 |1062DVS-4.00 Universal Mount 1-1/16| 4.00 | 025 | \pT M23S Pivot Bracket 0.54
M21 Foot Bracket
Parts for American Cylinder DVS Series Cylinders
Catalog Price
Part No. Part Number Description Wit. Each
C1ZX59 |M16S Reed Switch, Standard MS-6 Style, for 9/16" Bore Cylinders with Magnetic Field Piston 0.09

Single-Acting Spring Extended
American Cylinder RVS Series

[

Nose Mo

Universal Mount

Bore Sizes: 7/16, 3/4, 1-1/16, 1-1/4, 1-1/2 WB—
o mmmmomions: Viton® Seals, Bumpers, Ports Rotated 90°, 1/8 inch L
unt

Additional Rod Extension (standard option for 1-1/16 bore only), Rear Pivot Bushing,

o mmmUnmilled Threaded Rear Mounting Stud.

Dimensions: page 773

Single-Acting Spring Extended ¢ American Cylinder RVS Series

Bore Rod
Catalog American Dia |Stroke| Dia Accessories (Order Price
Part No. | Cylinder Model Mounting Style (in) | (in) (in) | Ports | Options Separately) Wt. Each
M25 Mounting Nut
. 1/8 M24 Rod Clevis
C1GA71 |[1062RVS-1.00 Universal Mount 1-1/16| 1.00 |0.3125 NPT M23S Pivot Bracket 0.39
M21 Foot Bracket
768 This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product I G s
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Pneumatic Cylinders

Aro® Economair® Series * Medium To Heavy Duty ¢ Repairable @li)llllll

1-1/8 to 4 Inch Bore ¢ Double-Acting
Aro® Economair® Series

Economair® round cylinders are medium to
q heavy duty units that are repairable. Prelubed, [EL
they're suitable for operation without externally applied
o = lubrication. Unique endcap retention design provides a
concentric assembly, resulting in a service life superior to tie rod cylinder construction.

Features: Cylinder heads are high tensile strength aluminum alloy retained by a feed ring wire. Barrel I.D. is
hard-coated aluminum with a Rockwell C60 hardness and 16 microinch or better finish. Piston rod is ground and
polished, hard chrome plated steel. High grade, self-lubricating bronze rod bearing. Wear compensating rod
wiper.

Bore Sizes: 1-1/8, 1-1/2, 2, 2-1/2, 3, 4.

Options: Adjustable Cushions, Magnetic Piston, Viton® Seals, Low Friction Seals, Lip Seals, 303 Stainless Steel
Rod.

Maximum Operating Pressure: 200 PSI.

Operating Temperature Range: 0°F to 180°F.

Dimensions: page 777

Accessories: page 770

1-1/8 to 4 Inch Bore * Double-Acting * Aro® Economair® Series

Rod
Catalog Bore |Stroke| Dia Rear |Packing Accessories (Order Price
Part No. Aro® Model (in) | (in) | (in) | Cushions |Tang| Type |Ports Options Separately) Wit. Each

20534 L-Mount Bracket (2)
20530 Mounting Nut (2)
Nitrile 303 20538 Flange Mount
C1BF77 |2415-1089-400 1-1/2]140.00 | 0.50 | Both Ends | Yes | 5 Rin Stainles| 20542 Alum. Rod Clevis | 6.08
9 sRod | 115906 Steel Rod Clevis
20547 Clevis Bracket
20556 Trunnion

20535 L-Mount Bracket (2)
20531 Mounting Nut (2)
Nitrile | 3/8 20539 Flange Mount
C1BE64 |2325-1009-060 2-1/2| 6.00 | 0.75 None Yes O-Ring | NPT - 20544 Alum. Rod Clevis | 4.01
9 115908 Steel Rod Clevis
20548 Clevis Bracket
20558 Trunnion

20535 L-Mount Bracket (2)
20531 Mounting Nut (2)

Nitrile | 3/8 20539 Flange Mount
C1FR69 [2330-1009-080 3 | 800|075 None |Yes |Smie|NeT| - 20544 Alum. Rod Clevis | 5.26
9 115908 Steel Rod Clevis

20548 Clevis Bracket
20559 Trunnion

[0JIUOD R} JoMOd dlneIpAH

Note: Every Economair® cylinder includes a rod nut.
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Aro® Economair® Series * Medium To Heavy Duty ¢ Repairable

Aro® Economair® Series Cylinder Accessories

ot B o

@R)ARO.

T~ Rod Clevis
L-Mount Brackets Flange Mount Clevis Bracket Trunion
& Mounting Nuts & Mounting Nut
Aro® Economair® Series Cylinder Accessories
Catalog Price
Part No. Aro® Model Description Wt. Each
C1EX60 [20544 Aluminum Rod Clevis for 2-1/2 and 3 Inch Bore Cylinders 0.36

Dimensions: page 778

770
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Pneumatic Valves & Accessories

Flow Control Valves

Right Angle Flow Control Valves
For Pneumatic Service
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Features: 360° swivel eases tube alignment. Pre applied thread sealant eliminates Teflon® taping. Threaded or
instant tube fitting inlets.

Application: Controlled flow in one direction, free flow in opposite direction.

Materials: Nickel plated brass body, black anodized aluminum swivel, stainless steel spring and Buna-N seals.
Maximum Operating Pressure: 200 PSI.
Operating Temperature Range: 0°F to 200°F.

Right Angle Flow Control Valves * For Pneumatic Service
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Catalog Adjustment Flow A H E Price
Part No. Aro® Model Type Ports Rating | (in) | (in) | (in) | Wt. Each
C1AJ29 [119307-125 Slotted 1/8 NPT Male x 1/8 NPT Female 17 SCFM |[1.27[0.59|1.05| 0.13
C1AJ33 |119309-250 Slotted 1/4 NPT Male x 1/4 Tubing 34 SCFM |1.61|0.75|1.30| 0.15
This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product 793
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Flow Control Valves

Inline Flow Control Valves
For Pneumatic Service
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Features: Four stage tapered needle design provides infinite control settings. Composite body is tough and
corrosion resistant. Color-coded micrometer & calibrated adjustment knob provide instant reference points for
repeat settings. Press red locking ring down to prevent adjustment. Tamper resistant wire supplied in package.
Units are threaded for easy panel mounting.

Application: Controlled flow in one direction, free flow in opposite direction.

Maximum Operating Pressure: 200 PSI.

Operating Temperature Range: 0° to 200°F.

Inline Flow Control Valves ¢ For Pneumatic Service

Catalog A B C D E Price
Part No. Aro® Model Size Threads Flow Rating| (in) | (in) | (in) | (in) | (in) F (in) Wit. Each
C1AH38 (104104-F01 1/8 1/8-27 NPT 15 SCFM |0.94|1.34(2.83|0.94 |1.91 1-20 UNEF-2A 0.25
C1AH39 [104104-F02 1/4 1/4-18 NPT 25 SCFM |0.94|1.34(2.83|0.94|1.91 1-20 UNEF-2A 0.15
C1AH40 [{104104-F03 3/8 3/8-18 NPT 55 SCFM [1.31(1.69|3.86|1.31(2.84| 1-3/16-18 UNEF-2A 0.41
Panel Mounting Nuts for Aro® 104104 Series Flow Control Valves
Catalog Price
Part No. Part Number Description Wit. Each
C1AH37 (104094 Panel Mounting Nut for 3/8, 1/2 and 3/4 size valves. 0.03
794 This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product I G s
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Pneumatic Valves & Accessories

Needle Valves

Brass Needle Valves
Compression (Straight)

i e

Materials: Brass.

Brass Needle Valves ¢ Compression (Straight)
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Catalog w X Y Price
Part No. | Model Number Tube Size (in) (in) | (in) | (in) | Wt. Each
C1FA59 |2201X4 1/4 1.1211.16|0.86| 0.10
This page is part of a complete catalog which contains technical and safety data that must be reviewed when selecting a product 795
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Air Valve Mufflers & Speed Controls

Porous Metal Mufflers

Features: Effective for muffling of air valve noise and for exhaust and intake filtering. Tough, cellular sintered
metal structure, securely brazed to metal ferrule, zinc plated steel body (Allied Witan Models). Sintered bronze
structure construction with brass body (Aro® Models).

Heavy Duty Metal Mufflers

Porous Metal Mufflers

Catalog | Allied Witan Thread O.A. Price

Part No. Model Body Material Size |Length (in)|Hex (in)| Wt. | Each
C1AX88 |20312-1 Brass 1/8 NPT| 1.125 0.44 0.02
C1DG35 |P28 Zinc Plated Steel |1/4 NPT 1.20 0.56 0.04
C1DG52 |P38 Zinc Plated Steel |3/8 NPT 1.45 0.69 1.44

Note: 20312 is Aro model.

>

Features: Constructed of corrosion resistant metal to withstand shock and continuous heavy duty use. Softly
disperses exhaust air uniformly over a 360° pattern.

Adjustable Speed Controls

Heavy Duty Metal Mufflers

Catalog Allied Witan O.A. Length Price
Part No. Model Thread Size (in) Hex (in) Wt. | Each
C1CL40 |B28 1/4 NPT 1.75 0.56 0.05

@R ARO.

Features: Controls air flow on exhaust ports of air valves. Sintered bronze construction with brass body.

Adjustment screw with lock nut.

Adjustable Speed Controls

Catalog O.A. Length Price
Part No. Aro® Model Thread Size (in) Hex (in) Wt. | Each
C1AX89 |20313-2 1/4 NPT 2.19 0.55 0.08

796
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Pneumatic Valves & Accessories

Air Valve Mufflers & Speed Controls

Porous Metal Mufflers with Adjustable Speed Control

Porous Metal Mufflers with Ad

>

Features: External adjustment screw accurately varies orifice opening from closed to full flow. Locknut to secure
desired setting. Tough, cellular sintered metal structure, securely brazed to metal ferrule, zinc plated steel body.

justable Speed Control
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. Catalog Allied Witan O.A. Length Price
W, Part No. Model Thread Size (in) Hex (in) Wt. | Each
C1CM32 |C28 1/4 NPT 1.45 0.56 0.05
797
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Technica_l Information .
Pneumatic Valves .,

Pneumatic Limit Valves

@RDRRO.

Aro® 100 Series Dimensions

Roller .5 Dia.
x 323 |H|— 299

Roller .5 Dia.

x 323 | = | .46
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Technical Infprmation
Pneumatic Valves

Manually Operated Pneumatic Valves

Aro® 200 Series Dimensions

1/8” NPT Ports

.V.L,‘_
[ @ 1516

T
@A 138

@RDARO.

5/32” Tubing Ports

764

|11/16 ’ Mtg. for #8 Screw (2) g‘j':l_wwa/az
1132 11116 3. IN-NO {passing}
30° Any Direct g T 7
Panel Nut /f_ 1y Drecton Panel Nut N7 0" Rotaion Panei Nut 78 Da
19/32 Dia 19/32 Dia. ! 19/32 Dia L ae
X116 119784 X116 11d X116 1196s
| g | — e ) -~
9116 HEX. x - ‘T?]fzagi 9016 HEX. x (8252 916 HEX. x 15:52:32
332 Thick © 3132 Thick reads 332 Thick Threads
Nt (2) 299.C Nut (2) 293.C Nut (2) 224.C

Aro® 460 Series Dimensions

214 Dia

D

5i64 Stroke

IT‘I"
[

1

201 Dia ’4* -

Holes

‘4——21&’32 Hl

SE;L&J I |

E
o
A4
Va:
g

o

15732 5 13/32

Max. Panel Thickness

47/64 T

1. IN-NC (non-passing} y— I )

s

i o
[ 9i32

- 1/4
TN

Mtg. for #8 Screw (2)

o 25/32

Panel

17132

5i32 Dia.

1732 Dia.

3/8 Dia Holes (2) Button Removal
Access Holed60 wi20975 Guard only

Mtg. Drilling Layout
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Manually Operated Pneumatic Valves

Aro® 50 Series Dimensions

i

1/8-27 NPTF

Basic 3-Way Valve Basic 4-Way Valve
MTG. HOLES '
) “2" Part {Cylinder)
"2 Port (Cylinder) € ig ?/'199 bia. 19116 >
316> “4” Port (Cylinder) <>
v <€ 2.0 —» - \' l % 25 ort (Cylinder, \ > <y
v 8 LN Same=aune P9 ¥ o LITT 94
e '@‘@_*’_ Tz E y —(D{D{D— v e \ s
e MTG. HOLES
4 A Yy | 00 x 7 v loriiriiio] 1we
“1"Port(m|ez)/'/{/ le>| s 5" Port (Exhaust)~ - 58
“3" Port (Exhaust) €138 > “4¥ Port (Ine) < <11/
178 >
*3" Port (Exhausf)
Hand Lever Valves
5030-01, 5030-10 5030-20
1/8-27 NPTF
31316 E |' > €732
L ' 315 —»
w ! |
‘ , 5040-20
125 :
]
]
L

Palm Button Valves

‘>| |<‘ 5/16

< 331132

> ,(»7/32
<«—311/32 ——>»

4 13/32

1/8-27 NPTF

21/32
< 325/32 >
5040-21, -41
5040-02, -22, -12, -32
/ 1/8-27 NPTF
4—:[ 21/32
— YR ey

>
I« 327/32 >

5031-XX,
5041-XX

Can be mounted up
t0 5/16” thickness.

3/4-16 UNF-2A

T N

13/4 (o)

«—

7/16-20 Threads

e—>t+ 718
2
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GH793

Double Wire Braid

Meets or Exceeds Din 20 022
Type 2SN

Exceeds SAE 100R2AT
Hi-Impulse®

F.T-N

Construction: Synthetic rubber tube, double wire braid reinforcement and black synthetic rubber cover.
Application: Hydraulic system service with petroleum and water-base fluids, for general industrial service. Please
review the general guidelines for selection, installation and maintenance of hose assemblies starting on page

1479

Operating Temperature Range: -40°F. to +212°F.
Crimp Fittings: Global TTC (Steel) page 912 Global TTC (Stainless Steel) page 976 Field Crimp page 939
Global Skive page 940
Reusable Fittings: Thru-The-Cover (Steel) page 958
Note: Pressure ratings for assemblies with Field Crimp or Reusable Fittings are up to 31% lower than assemblies
using Global TTC or Global Skive Crimp fittings. See table below.

Agrogquip

GH793
Maximum Minimum
Operating Burst Minimum Vacuum
Catalog Hosel.D.| Hose Pressure Pressure |Bend Radius| Service | Reel Qty Wt. Price
Part No. | Aeroquip Model (in) O.D. (in) (psi) (psi) (in) (in/Hg) (ft) (per ft) | (per ft)

~ 5750(Global) |23000(Global) ~

C1CX74 |GH793-4R500 0.25 0.60 5000(other) | 20000(other) 4 450-550 0.26
) 5750(Global) |23000(Global) .

C1CX73 |GH793-4R250 0.25 0.60 5000(other) | 20000(other) 4 225-300 0.26
g 5000(Global) |20000(Global) .

C1CX76 |GH793-6R500 0.38 0.75 4000(other) | 16000(other) 5 450-550 0.38
~ 5000(Global) {20000(Global) ~

C1CX75 |GH793-6R250 0.38 0.75 4000(other) | 16000(other) 5 225-300 0.38
~ 4250(Global) |17000(Global) ~

C1CX78 |GH793-8R500 0.50 0.87 3500(other) | 14000(other) 7 450-550 0.46
~ 4250(Global) |17000(Global) ~

C1CX77 |GH793-8R250 0.50 0.87 3500(other) | 14000(other) 7 225-300 0.46
) 3625(Global) |14500(Global) :

C1CX68 |GH793-10R250 0.62 0.98 2750(other) | 11000(other) 8 225-300 0.54
) 3125(Global) |12500(Global) :

C1CX69 |GH793-12R250 0.75 1.16 2250(other) | 9000(other) 9.5 225-300 0.66
~ 2500(Global) {10000(Global) -

C1CX70 |GH793-16R150 1.00 1.50 2000(other) | 8000(other) 12 125-200 1.01

Note: Reeled hose may be purchased by the foot or by the reel.
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